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TORQUE & ANGLETM ELECTRONIC TORQUE WRENCHES
      Length Wt.
Product Code Drive Ft. Lb. In. Lb. Nm Angle In. (mm) Lbs. (kgs)

1002TAA-CDI 3⁄8” 10 - 100 120 - 1200 12.6 - 135.6 0-360° 17 (432) 2.2 (1.0)

2503TAA-CDI 1⁄2” 25 - 250 300 - 3000 33.8 - 338 0-360° 27 (686) 3.5 (1.59)

The certification of accuracy provided per ASME and ISO Standards 
is 20% to 100% of full scale.

• Accuracy is +/- 2% CW, +/- 3% CCW of indicated value
• Gyro chip senses 360° of movement, and is accurate to within 

+/- 3.8°
• No maintenance, just change batteries at 80 hours 
• VERY easy to set up and use quickly
• Almost impossible to over torque
• Digital torque measurement and digital angle measurement in one 

convenient package 
• Ergonomic non-slip cushion grip

• 15% Flex Ratchet head 
• Long battery life, uses two CR123 lithium batteries
• Convenient, push button socket release ratchet head
• 3 step LED visual signal system:

Yellow Light = approaching target torque
Green Light = target torque reached
Red Light = over torque indicator

• N.I.S.T. traceable certifi cate of calibration included

The CDI Torque and Angle Electronic Wrench incorporates 21st Century Technology in a simple to use digital wrench. Specifi cally 
designed to meet the needs of the torque professional where torque plus angle is required. It features three units of torque, ft.lbs. In.lbs. and 
Nm as well as the angle mode. 

The Torque and Angle wrench allows the technician to apply a specifi c torque load, followed by the angle specifi cation, all in one convenient 
wrench. It features a three LED light bar and audible buzzer. As the angle mode is a separate function, the wrench can also be used as a stand 
alone digital torque wrench.

TORQUE & ANGLETM ELECTRONIC TORQUE WRENCHES

Features

      Length Wt.
Product Code Drive Ft. Lb. In. Lb. Nm Angle In. (mm) Lbs. (kgs)

6004TAA 3⁄4” 120 - 600 1440 - 7200 156 - 780 0-360° 49 (1244.6) 14 (6.35)

LEADING THE WAY IN HEAVY-DUTY TORQUE AND ANGLE APPLICATIONS WITH INNOVATIVE SOLUTIONS THAT 
MAKE A DIFFERENCE IN DOING THE JOB RIGHT.
The CDI 600 ft.lb. Heavy-Duty Torque & AngleTM Torque Wrench eliminates the need for angle gauges and protractors, providing the 
most accurate and effi cient way to achieve torque plus angle tightening sequences now specifi ed by many manufacturers. The digital readout 
displays a torque setting then with a push of a button, switches to the angle mode. Angle readout not affected by ratcheting. Angle calculation 
based on the same gyroscopic technology that maintains helicopters at level fl ight.
• Torque Accuracy: (2% CW & 3% CCW FROM 20 – 100% F.S.)  
  (4% CW & 6% CCW FROM 10 – 19% F.S.)
• Angle Accuracy: ± 3.8% of indicated value
• Angular Display Resolution: 1°

HEAVY-DUTY TORQUE & ANGLETM TORQUE WRENCH

• Torque Units: ft.lb., in.lbs., Nm
• Audible (tone) Preset Alerts
• Display Resolution: 0.1 ft.lb., 0.1 Nm, 1 in.lb.
• Comfortable non-slip grip handle
• Sealed Ratchet Head
• 4 “AA” Alkaline Batteries Included
• Low Battery Indicator and Auto Shutoff after two minutes idle

• Operating Temperature: 40 - 110° F. (5 - 42° C)
• Storage Temperature: 0 - 122° F (-20 - 50° C)
• Humidity up to 90% non-condensing 
• EU/CE-DE, ES, FR, IT, NL, PT, UK and Japanese language manual
• Certifi cate of N.I.S.T. traceability for 20% to 100% of full scale
• Includes storage case

Features

HEAVY-DUTY TORQUE & ANGLETM TORQUE WRENCH
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